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SCALE: 1" = 1'-0"

TYPICAL SIGN POST AND FOOTING

C1

L-502

NOT TO SCALE

C2

FINISH GRADE

NOTES:

1. PROVIDE STAINLESS STEEL FASTENERS AND HARDWARE.

2. COVER ALL STAINLESS STEEL COMPONENTS  WITH A POLYURETHANE COATING.

3. DEBUR & GRIND ALL SHARP EDGES.

4. POWDER COAT ALL COMPONENTS "WELLS FARGO BLACK" (MP26309)

5. APPLY BITUMINOUS PAINT OR ZINC CHROMATE COATING TO POSTS IN DIRECT

CONTACT WITH CONCRETE.

6. SUBMIT SHOP DRAWINGS FOR ALL SIGNS & SIGN PANELS.

L-502

3-LINE WAYFINDING SIGN LAYOUT & TEXT

SCALE: 1" = 1'-0"

F7

L-502

HORIZONTAL ORIENTATION SIGN DETAIL
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ELEVATION VIEW
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FINISH GRADE

POST CAP ATTACHED TO

2 X 2 X 1/8" ALUMINUM POST,

ACCORDING TO MANUFACTURER

1/8" THICK ALUMINUM SIGN PANEL,

BENT INTO UPSIDE DOWN "U"

DIRECT BURY ALUMINUM POST

INTO CONCRETE FOOTINGS

18" DIA. CONCRETE FOOTING,

P.C. CEMENT TYPE I OR II

2500 PSI @ 28 DAYS

6" DEPTH COMPACTED

CRUSHED GRAVEL BASE
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REGULATORY SIGN LAYOUT & TEXT

F1

L-502

2-LINE WAYFINDING SIGN (A) LAYOUT & TEXT
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SPEED LIMIT SIGN LAYOUT & TEXT
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NOTES:

1. PANEL IS NATIONAL CEMETERY ADMINISTRATION SIGN

NC-04.03A-m1.

2. SURFACE APPLIED LETTERS, NUMBERS AND GRAPHICS

SHALL BE OF A PUBLISHED QUALITY AND QUALITY EQUAL TO

"ENGINEERING GRADE 3M SCOTCHLITE VINYL."

3. FONT: OPTIMA BOLD

4. FONT COLOR: WHITE

5. FONT SIZE: 2"

6. ARROW SIZE IS ONE AND ONE HALF (1 1/2) TIMES THE

CAPITAL LETTER HEIGHT.

7. PANEL COLOR: "WELLS FARGO BLACK" (MP26309)

ELEVATION VIEW

PLAN VIEW

ELEVATION VIEW

PLAN VIEW

NOTES:

1. PANEL IS NATIONAL CEMETERY ADMINISTRATION SIGN NC-01.03D-m1.

2. SURFACE APPLIED LETTERS, NUMBERS AND GRAPHICS SHALL BE OF A PUBLISHED

QUALITY AND QUALITY EQUAL TO "ENGINEERING GRADE 3M SCOTCHLITE VINYL."

3. FONT STYLE: OPTIMA BOLD

4. FONT COLOR: WHITE

5. FONT SIZE: 1-1/8"

6. REGULATORY TYPE SIZE: 2-1/8"

7. REGULATORY SYMBOLS HEIGHT: 5-1/4"

5. ARROW SIZE IS ONE AND ONE HALF (1 1/2) TIMES THE CAPITAL LETTER HEIGHT.

6. PANEL COLOR: "WELLS FARGO BLACK" (MP26309)

7. REGULATORY COLORS: "HANDICAPPED BLUE" (MP15085) & "OSHA RED" (MP55153).
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ELEVATION VIEW

PLAN VIEW

NOTES:

1. PANEL IS NATIONAL CEMETERY ADMINISTRATION SIGN

NC-04.02B-m1.

2. SURFACE APPLIED LETTERS, NUMBERS AND GRAPHICS

SHALL BE OF A PUBLISHED QUALITY AND QUALITY EQUAL TO

"ENGINEERING GRADE 3M SCOTCHLITE VINYL."

3. FONT STYLE: OPTIMA BOLD

4. FONT COLOR: WHITE

5. FONT SIZE: 2"

6. ARROW SIZE IS ONE AND ONE HALF (1 1/2) TIMES THE

CAPITAL LETTER HEIGHT.

7. PANEL COLOR: "WELLS FARGO BLACK" (MP26309)
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ELEVATION VIEW

PLAN VIEW

ELEVATION VIEW

PLAN VIEW

NOTES:

1. PANEL IS NATIONAL CEMETERY ADMINISTRATION SIGN

NC-04.02B-m1.

2. SURFACE APPLIED LETTERS, NUMBERS AND GRAPHICS

SHALL BE OF A PUBLISHED QUALITY AND QUALITY EQUAL TO

"ENGINEERING GRADE 3M SCOTCHLITE VINYL."

3. FONT STYLE: OPTIMA BOLD

4. FONT COLOR: WHITE

5. FONT SIZE: 2"

6. ARROW SIZE IS ONE AND ONE HALF (1 1/2) TIMES THE

CAPITAL LETTER HEIGHT.

7. PANEL COLOR: "WELLS FARGO BLACK" (MP26309)
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3'-4"

ELEVATION VIEW

PLAN VIEW

NOTES:

1. PANEL IS NATIONAL CEMETERY ADMINISTRATION SIGN

NC-03.01F-m1.

2. SURFACE APPLIED LETTERS, NUMBERS AND GRAPHICS

SHALL BE OF A PUBLISHED QUALITY AND QUALITY EQUAL TO

"ENGINEERING GRADE 3M SCOTCHLITE VINYL."

3. FONT STYLE: OPTIMA BOLD

4. FONT COLOR: WHITE

5. FONT SIZE: 2-1/4" & 6-1/2"

6. PANEL COLOR: "WELLS FARGO BLACK" (MP26309)
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POST CAP ATTACHED TO

2 X 2 X 1/8" ALUMINUM

POST, ACCORDING TO

MANUFACTURER

NOTES:

1. SIGN USES NATIONAL CEMETERY ADMINISTRATION LAYOUT NC-02.01A-m1.

2. PROVIDE STAINLESS STEEL FASTENERS AND HARDWARE.

3. COVER ALL STAINLESS STEEL COMPONENTS WITH A POLYURETHANE COATING.

4. DEBUR & GRIND ALL SHARP EDGES PRIOR TO POWDER COATING.

5. POWDER COAT ALL COMPONENTS "WELLS FARGO BLACK" (MP26309)

6. APPLY BITUMINOUS PAINT OR ZINC CHROMATE COATING TO POSTS IN DIRECT

CONTACT WITH CONCRETE.

DIRECT BURY ALUMINUM POST

INTO CONCRETE FOOTINGS

18" DIA. CONCRETE FOOTING

P.C. CEMENT TYPE I OR II

2500 PSI @ 28 DAYS

6" DEPTH COMPACTED

CRUSHED GRAVEL BASE

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE NOT TO SCALE
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NOTES:

1. PANEL IS NATIONAL CEMETERY ADMINISTRATION SIGN

NC-04.02B-m1.

2. SURFACE APPLIED LETTERS, NUMBERS AND GRAPHICS

SHALL BE OF A PUBLISHED QUALITY AND QUALITY EQUAL TO

"ENGINEERING GRADE 3M SCOTCHLITE VINYL."

3. FONT STYLE: OPTIMA BOLD

4. FONT COLOR: WHITE

5. FONT SIZE: 2"

6. ARROW SIZE IS ONE AND ONE HALF (1 1/2) TIMES THE

CAPITAL LETTER HEIGHT.

7. PANEL COLOR: "WELLS FARGO BLACK" (MP26309)
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2-LINE WAYFINDING SIGN (B) LAYOUT & TEXT 2-LINE WAYFINDING SIGN (C) LAYOUT & TEXT

1-INCH CHAMFER, TYP.

1/8" THICK ALUMINUM

SIGN PANEL, BENT

INTO UPSIDE DOWN "U"

C1

C1

C1

C1C1

SECURE ALUMINUM PANEL

WITH #5-40 X 1/2" TAMPER

PROOF STAINLESS STEEL

SCREWS AND WASHERS

1-1/4" x 1-1/2" x 1/8" POWDER COATED

ALUMINUM CHANNEL, LENGTHS

SHALL BE 1/4" SHORTER THAN PANEL

HEIGHT

1" CHAMFER, TYP.

SECURE ALUMINUM SIGN

PANEL WITH #5-40 X 1/2"

TAMPER PROOF STAINLESS

STEEL SCREWS AND

WASHERS

1-1/4" X 1-1/2" X 1/8" POWDER

COATED ALUMINUM CHANNEL,

LENGTHS SHALL BE 1/4" SHORTER

THAN SIGN PANEL HEIGHT

AREA FOR MAP OF

CEMETERY SITE PLAN

SALISBURY NATIONAL CEMETERY

SALISBURY, NC

876CM3021

SALISBURY NATIONAL CEMETERY

GRAVESITE EXPANSION

N/A

517 7th street
rapid city sd  57701

p 605.342.9470
f 605.342.2377

www.4front.biz
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110 12th St. North

Birmingham, AL  35203

p (205) 942-1289

f (205) 443-5302

Consulting Engineers and Scientists

phone:605.343.9606 fax:605.341.7395

3202 West Main

Suite C

Rapid City, South Dakota  57702

Albertson Engineering Inc.

JR GL

LANDSCAPE ARCHITECTURE/PLANNING/CIVIL ENGINEERING

404 NORTH 31ST STREET, SUITE 405
BILLINGS, MONTANA  59101

(406) 294-9499 - (406) 294-9670 FAX
WWW.PEAKSTOPLAINS.COM
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SIGNAGE DETAILS & PANEL LAYOUTS

L-502


